
w 100% Unbalance Load Handling Capacity, Full Bridge Inverter 

Topology, allows all kind of Load.

w Unity Output Power (kVA=kW)

w Input ( R Y B ) Phase Sequence protection & auto correction.

w Parallel Operation with up to 4 Units (Option).

w Adjustable Battery Numbers (29-32).

w Online Double-Conversion.

w Output Protected with Fully Galvanic Isolation Transformer.

w Intelligent Battery Management to Optimize Battery Life.

w Dual-Mains Input.

w Variety of Communication Options Available.

w Adoption of New-Generation DSP + MCU Processor 

Technology enhance High Reliability.

w 7 Inch Colour Touch Screen Display.

w IGBT in Charger Section Improve Input Harmonics and Protect 

DC BUS Un-Balance

Strategic Power Solutions

®Online UPS 

3Phase In / 3Phase Out

WP Series
30 ~ 120kVA  

3:3 Phase PF: 1.0

ISO 9001 ISO 14001 ISO 27001OHSAS 18001
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Features:

7" Colour LCD Touch Screen
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MODEL WP3330L32 WP3340L32 WP3350L32 WP3360L32 WP3380L32 WP33100L32 WP33120L32

Capacity 30kVA / 30kW 40kVA / 40kW 50kVA / 50kW 60kVA / 60kW 80kVA / 80kW 100kVA / 100kW 120kVA / 120kW

INPUT

Rated AC Voltage 380V / 400V / 415V AC (3Ph+N+PE)

Voltage Range 290V ~ 490V AC ± 5V

Frequency Range 50 / 60 Hz ± 10% Auto Sensing 

Walk-in Time 5 ~ 30 Sec. (Configurable)

BYPASS

Rated Voltage 380V / 400V / 415V AC (3Ph+N+PE)

Voltage Range ± 20% (Configurable) 

Frequency Range 50 / 60 Hz ± 10% (Configurable)

BATTERY

Battery Voltage 384V DC Standard (360 ~ 408 Configurable)

Ripple � 1%

Charging Current Max. (A) 0.10C to 0.25C at 100% Load (Configurable) 

OUTPUT

Rated Voltage 380V / 400V / 415V AC (3Ph+N)

Frequency Range Auto Sensing 50 / 60 Hz ± 1~10% Sync Mode (Configurable), 50/60 Hz ± 0.1 Hz Battery Mode

Voltage Regulation ±1%

Harmonic Distortion (THDv) � 1% Linear Load, � 5% Non-Linear Load

Crest Factor 3:1

Efficiency 92.0% 93.5%

Overload � 125% for 10 Min, � 150% for 1 Min, � 150% for 300 ms

SYSTEM FEATURES

Parallel Up to 4 Units (Optional)

Display 7 Inch LCD Touch Screen

IP Rating IP 20

Protection
Over Load, DC BUS Under / Over Voltage and Battery low

Short Circuit, Input Under/Over Voltage, Over Temperature, Over Current, 

Audible Alarms Alarm for batt. Low & High, Inverter Under & Over Voltage, Overload, Short Circuit, Fan  / Temperature and UPS Fault

LCD Display Information

Input Voltage & Frequency; Bypass Voltage & Frequency; Output Voltage & Frequency, Current, KVA, KW, PF, Load %;  

Battery Voltage, Charging Voltage & Current, Discharging Voltage & Current, Autonomy Time, 

Temperature and Operational Mode i.e. Mains, Bypass & Battery

ENVIRONMENTAL

Temperature Operating: 0~40°C, Storage: -10ºC ~ 55ºC

Humidity / Altitude 0~95% RH Non-condersing / <1500 M

Noise 58 dB 60 dB 64 dB 68 dB

STANDARDS

Quality ISO 9000, ISO 14001, OHSAS 18001, ISO 27001, RoHS

Safety IEC/EN62040-1

EMC / Performance IEC/EN62040-2; IEC/EN62040-3, Complying to CE

PHYSICAL

Dimensions WxDxH (mm) 432x821x1159 554x975x1286 635x975x1326 705x1051x1646

Weight (Kg) 278 360 370 471 573 650 735

COMMUNICATION INTERFACE

Standard RS-232 / USB / RS-485

Optional SNMP / ModBus / Dry Contact  

Monitoring Software NetAgent Utility v5.8 / View Power

Operating System Windows / Linux / Unix / Mac


